KOM9F85-60hz

PRE-FITTED
MICROSAVE CPS6A
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 Ultra hygienic ¢
e Reduced service costs o
e Easy pot wash cleaning ¢
Protects ceiling & base plates

60htz for Offshore Shipping
Only

NSF Approved Cavity Liner
keeping the cavity clean as
well as helping to avoid
costly repairs and
downtime.

1850w Microwave Oven
Power

Top and Bottom Feed
Magnetron for Even Cooking
27 Litre (0.95 cu.ft) Oven
Capacity

Energy Saving LED Lamps
Double Quantity Facility
Top Mounted Touch Controls
with Braille. Easy to Use and
Programmable

Stainless Steel
Cavity/Cabinet

12 Months Parts Only
Warranty

LED LAMPS

* Power saving
e Cool to the touch »
* Super bright lights o
e maintenance free ¢

SPECIFICATIONS

MODEL KOMOF8560HZ
POWER SUPPLY 240V AC 60Hz SINGLE PHASE WITH EARTHING
POWER CONSUMPTION 3000W
MICROWAVE QUTPUT POWER 1850W
FREQUENCY 2450Mhz
NET. WEIGHT APPROX. 34kg (75.11bs)
QUTSIDE DIMENSIONS (W X H X D) 465X 870X 599 mm ( 18.31 X 1457 X 23.58in.)
CAVITY DIMENSIONS (W X H X D) 871 X198.5X 372 mm (14.61 X7.81 X1466in )
TIMER 60 min.
POWER SELECTIONS 5LEVELS
* Specifications are subject to change without notice.
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The wires in this mains lead fitted to this appliance are coloured in accordance with the following code.
Green-and-yellow : Earth
Blue + Neutral
Brown :Live
Asthe colours of the wires in the mains lead of this appliance may not correspond with the coloured
markings identifying the terminals in your plug, proceed as follows: the wire which is coloured green-and-
yellow must be connected to the terminal in the plug which is marked with the letter '€, the earth symbol or
coloured green-and-yellow. The wire which is coloured blue must be connected to the terminal which is
marked with the letter N or coloured black.
The wire which is coloured brown must be connected to the terminal which fs marked with the letter 'L or
coloured red,

WARNING: This appliance must be earthed.




