
 

 
 
 
  

Opus 700 Pasta Boilers 
 

 
Key Features 
 

 
 
 
 

Construction 

• Type: Electric 
• Flush fitting plate element 
• Boil dry protection 
• Drainage tap in cabinet 
• Starch removal 
• Plumbing for fresh water supply and 

waste  
• Supplied on height adjustable legs 
• Supplied with tank lid 
• Capable of use also as a steamer or 

bains marie 
• Single tank 
 

 

• Hob top: stainless steel grade 430 
• Body: stainless steel grade 430 
• Tank: stainless steel grade 304 
• Baskets: stainless steel grade 304 

OE7702 

 
 
 
 
 

Available Options Available Accessories 
  

• OA7922 – pasta basket for model 
OE7701 

• OA7923 – pasta basket for model 
OE7702 

• OA7924 – pasta basket for both models 
• OA7925 – pasta basket for both models 
 

 

• OA7926, OA7927, OA7928 150mm deep 
GN containers with lids for models OE7701 
and OE7702 

• OA7929, OA7930 150mm deep GN 
containers with lids for model OE7702 

• OA7931, OA7932 140mm deep perforated 
GN containers with lids for models OE7701 
and OE7702 

 



 

 
 
 
 
 

Specifications 
 

Model OE7701 OE7702 
External height (mm) 1050 - 1105 
External width (mm) 400 600 
External depth (mm) 737 
Water capacity (litres) 25 40 
Net weight unpacked (kg) 51 65 
Gross weight packed (kg) 61 77 
Shipping volume (m3) 0.408 0.543 
Total electrical power rating (kW) 6.0 9.0 
Electrical supply 1N~+E  
230V 50-60Hz  
Current Rating (A) 

 
26.0 

 
39.0 

Electrical supply 3N~+E (one supply cable) 
400V 50-60Hz  
Current Rating (A) 

L1-13.0 
L2-13.0 
L3-00.0 

L1-13.0 
L2-13.0 
L3-13.0 
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GN Dish Configurations 
 

OE7701  OE7702 
 

 
 

  

 
 

 

 
 

 

 
 

  

 
 

 

 
 

 

 

 

 
 

 
 

The smaller GN containers 
are not perforated and can 

be used for sauces etc. 
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