
 

 
 
 
  

Opus 700 Griddles 
 

 
Key Features 
 

 
 
 
 

 

Construction 

• Type: Electric 
• Independently controlled cooking zones 
• Flush sides with radii to assist cleaning 
• Thermostatic control 
• Large fat collection drawer 
• Wide fat drainage hole 
• Supplied with scraper  
 
 

 

• Griddle plate: 16mm machined steel plate  
• Body: stainless steel grade 430 
• Upstand: Enamelled steel  

OE7209 

 
 
 
 
 

Available Options Available Accessories 
  

• Choice of widths and power ratings 
• Flat or half ribbed surfaces 
 
 
 
 

 

• OA7905 – Floor stand for models 
OE7205 

• OA7914 – Floor stand for models 
OE7206, OE7209 

• OA7906 – Splashguard for models 
OE7205 

• OA7906 – Splashguard for models 
OE7206, OE7209 



 

 
 
 
 
 

Specifications 
 

Model OE7205 OE7206 OE7209 
External height (mm) 450 450 450 
External width (mm) 700 900 900 
External depth (mm) 737 737 737 
Cooking area excluding drainage channel 
– w x d (mm) 

610 x 470 810 x 470 810 x 470 

Net weight unpacked (kg) 74 95 98 
Gross weight packed (kg) 85 108 110 
Shipping volume (m3) 0.383 0.501 0.501 
Total electrical power rating (kW) 8.0 11.0 11.0 
Electrical supply 1N~+E 230V 50-60Hz 
Current Rating (A) 

34.8 47.8 47.8 

Electrical supply 3N~+E 400V 50-60Hz 
Current Rating (A) 

L1-17.4 
L2-17.4 
L3-0.0 

L1-15.2 
L2-15.2 
L3-17.4 

L1-15.2 
L2-15.2 
L3-17.4 

Cooking surface (material) Steel Steel Steel 
Cooking surface (type) Flat Flat Half rib 
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