
Food Waste Disposal
In collaboration with our sister company, IMC, a selected range of food waste disposers is now available from Lincat.

For reliability and convenience, nothing beats IMC food waste disposers. Robustly built with high-quality materials,

these products will withstand continuous use in the most demanding environments while enabling you to meet the

highest standards of hygiene and safety. And, with a choice of freestanding units and models for mounting undersink

or into tabling, we have a range of options to suit your requirements.

• Convenient waste disposal for establishments serving up to 400 covers per sitting
• Efficient disposal of soft waste (plate waste, vegetables and peelings, meat and fish scraps)
• Rubber housing minimises noise
• Models for mounting undersink and into tabling as well as free standing units
• Manually reversible motor for extended operational life
• Class A airbreak kit included as standard on models LFWD525 and LFWD526

Technical Specifications

Model H W D Mounting Maximum Capacity Power (kW) Voltage Weight (kg)

 LFWD523/3 406 † † Undersink 100kg/hr (200 covers) 0.55 400/3ph 18 

LFWD523/1 406 † † Undersink 100kg/hr (200 covers) 0.55 230/1ph 18

LFWD525/3 630 330 355 In tabling 200kg/hr (400 covers) 0.55 400/3ph 28

LFWD525/1 630 330 355 In tabling 200kg/hr (400 covers) 0.55 230/1ph 28

LFWD526/3 865 400 600 Free standing 200kg/hr (400 covers) 0.55 400/3ph 36

LFWD526/1 865 400 600 Free standing 200kg/hr (400 covers) 0.55 230/1ph 36 
† Model 523 fits 89mm sink opening

LFWD523 LFWD525 LFWD526

500 Series Food Waste Disposers



Pr
in

te
d 

in
 E

ng
la

nd
 J

an
ua

ry
 2

0
1
3

QUALITY GUARANTEED
You can choose Lincat products with confidence. All products in this leaflet are backed by the reassurance

of a comprehensive UK twelve months parts and labour warranty.

A member company of

• Convenient waste disposal for establishments serving up to 850 covers per sitting
• Efficient disposal of tough waste (plate waste, vegetables and peelings, meat
and fish scraps and small bones)

• Models for mounting undersink and into tabling as well as free standing units
• Manually reversible motor for extended operational life
• Class A airbreak kit included as standard on models LFWD725 and LFWD726

LFWD723 LFWD725 LFWD726

Technical Specifications

Model H W D Mounting Maximum Capacity Power (kW) Voltage Weight (kg)

 LFWD723/3 523 ¥ ¥ Undersink 250kg/hr (400 covers) 1.1kW 400/3ph 40 

LFWD723/1 523 ¥ ¥ Undersink 250kg/hr (400 covers) 1.1kW 230/1ph 40

LFWD725/3 725 338 474 In tabling 400kg/hr (850 covers) 1.1kW 400/3ph 42

LFWD725/1 725 338 474 In tabling 400kg/hr (850 covers) 1.1kW 230/1ph 42

LFWD726/3 850 400 600 Free standing 400kg/hr (850 covers) 1.1kW 400/3ph 48

LFWD726/1 850 400 600 Free standing 400kg/hr (850 covers) 1.1kW 230/1ph 48

¥ Model 723 fits 90mm sink opening

700 Series Food Waste Disposers


