
 

 
 
 
  

Pizza Ovens - Standard Range 
 

 
Key Features 
 

 

Construction 

• Type: Electric 
• Counter top unit 
• Firebrick base for crisp cooking (single 

piece) 
• Thermostatic temperature control to 

upper elements (80-400°C) 
• Energy regulator temperature control to 

lower elements 
• Timer (20 min) 
• Height adjustable feet 
 
 

 

• Body: stainless steel grade 430 
• Handles: plastic (black) 
• Liner: stainless steel grade 430 
 
 

PO89X 

 
 
 
 
 

Available Options Available Accessories 
  

• Single oven unit (PO49X) 
• Wide single oven unit (PO69X) 
• Double oven unit (PO89X) 
 
 
 
 

 

• POFS – Floor stand for PO49X and PO89X 
• PO69X/FS - Floor stand for PO69X 



 

 
 
 
 
 

Specifications 
 

Model PO49X PO69X PO89X 

External height (mm) 320 320 565 

External width (mm) 810 1010 810 

External depth (mm) 740 740 740 

Usable oven area w x d (mm) 554 x 540  745 x 540   2 x 554 x 540  

Net weight unpacked (kg) 48 65 80 

Gross weight packed (kg) 60 77 96 

Shipping volume (m3) 0.475 0.60 0.62 

Total power rating (kW) 2.9 2.9 5.7 

Electrical supply 1N~+E 
230V 50-60Hz  
Current Rating (A) 

12.4 12.4 24.8 
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