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MODEL: L3

LINCAT SPECIALIST ELECTRIC BUILT-IN FUME FILTRATION UNIT -
W 924 MM - 0.35 KW

AIA FILE N
U

M
B

ER:

Whisby Road, Lincoln, LN6 3QZ, UK
www.lincat.co.uk | p: +44 1522 875500

An ideal companion to Lynx 400 and Silverlink 600
electric appliances, the wall-mounted Lincat Fume
Filtration Unit is designed to reduce grease
deposits and remove cooking odours to create a
clean and fresh working environment. A great
solution for smaller kitchens with no gas
appliances, its powerful centrifugal fans effectively
pull fumes and other air contaminants through a
three part filtration system.

PRODUCT FEATURES
• Wall mounted fume filtration unit
• Ideal for any food business using electric catering equipment
• Reducing airborne grease particles and removing cooking smells
• Only electric appliances with a power rating up to 9kW
• Not suitable for use with gas appliances
• Easy to clean, filters need changing periodically
• Ideally placed above Lincat’s Lynx 400 and Silverlink 600 products
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LINCAT SPECIALIST ELECTRIC BUILT-IN FUME FILTRATION UNIT -
W 924 MM - 0.35 KW

Lincat reserves the right to modify specifications or discontinue models
without incurring obligation. Dimensions nominal.
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WEIGHTS & DIMENSIONS
Width 924 mil
Depth 620 mil
Height 560 mil
Weight 30.8 kg

.

SHIPPING DETAILS
Ship Width 114 cm
Ship Depth 75 cm
Ship Height 58 cm
Ship Weight 33.88 kg
Number of Shipment Parcels 1
Shipping Origin Zip Code LN6 3QZ, UNITED KINGDOM
Quick Ship Product No
Returnable Item No

.

PRODUCT CERTIFICATIONS

Primary Energy Source Type Electricity
Electrical Amps 1.5
Electrical Voltage 230 volts
Electrical Watts 350
Electrical Phase Single
Kilowatts 0.35 kW

Number of Electrical Conductor Wires 1
Electrical Connection Type Cord and Plug
Electrical Plug Type UK 3-Pin Plug
Number of Electrical Plugs 1
Dedicated Circuit Required No
Energy Saving No

.

ENERGY SPECS

ADDITIONAL SPECIFICATIONS
Control Type Mechanical
Fire Suppression System No
Hood Type Canopy
Ventilation Hood Type Rating Not Applicable

.

BIDDING SPECIFICATIONS
Bidding Specifications Not Available.

.
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